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 2000 Kgm tourque capacity on main drive (constant) and 80 Kgm torque capacity on PTO output.
 Installed within the truck chassis between the transmission and the differential. 
 Pump&Roll featured gearbox designed as vertical yet it can be installed as horizontal 
        or angular if needed.
 PTO output can be designed on main transmission side or differential side.
 It can be designed with double PTO outputs and they can shifted independently.
 PTO outputs can be designed with flanges (all ISO standards) or as hydraulic pump housing.
 Available internal ratios of gearbox; 1/1.4, 1/1.6, 1/1.84, 1/2.25.
 It has pneumatic control and mechanic control system options.
 Build on cooling system (Optional). Find at page 5 as …………… code.
 It can be designed with drumbrake if needed. Find at page 5 as …………… code.  
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 İtfaiye,Yol Bakım , Arazöz ve Diğer Araç Üstü Ekipmanlar İçin Uygulama Alanına sahiptir.

 Ana Şanzıman ile Diferansiyel Arasında Çalışma İçin Tasarlanmıştır.

 Ana Giriş-Çıkış da 2000 Kgm (Sürekli) ,Üst Çıkış da 80 Kgm (Sürekli) Torkuna sahiptir.

 Üst çıkış eksenlerinde; 1/1.4 ,1/1.6 ,1/1.84 ,1/2.25 oran artışı sağlayabilme özelliğine sahiptir.
 Dik Pozizyonda Çalışır (Özel durumlarda açılı ve yatay bağlanabilir),3 Eksendir.
   Ana Şanzıman ve Diferansiyel Yönünde Üst Çıkış Özelliğine sahiptir.
   Üst çıkışlarının;Flanş ya da Pompa çıkışı olarak dizayn edilebilme özelliğine sahiptir.
   Yürüyüş sistemini ve Ekipmanı Aynı Anda  Çalıştırma Özelliğine sahiptir.

(İsteğe Göre sadece  yürüyüş ya da sadece ekipmanıçalıştırabilir)
   Havalı ya da Mekanik Olarak Sistemi Devreye Alma Özelliğine Sahiptir.
   El Fren Bağlanabilme Özelliğine sahiptir.
   Soğutucu Eşanjör (Yağlama pompası ile birlikte) Bağlanabilme Özelliğine sahiptir.

 İtfaiye,Yol Bakım , Arazöz ve Diğer Araç Üstü Ekipmanlar İçin Uygulama Alanına sahiptir.

 Ana Şanzıman ile Diferansiyel Arasında Çalışma İçin Tasarlanmıştır.

 Ana Giriş-Çıkış da 2000 Kgm (Sürekli) ,Üst Çıkış da 80 Kgm (Sürekli) Torkuna sahiptir.

 Üst çıkış eksenlerinde; 1/1.4 ,1/1.6 ,1/1.84 ,1/2.25 oran artışı sağlayabilme özelliğine sahiptir.
 Dik Pozizyonda Çalışır (Özel durumlarda açılı ve yatay bağlanabilir),3 Eksendir.
   Ana Şanzıman ve Diferansiyel Yönünde Üst Çıkış Özelliğine sahiptir.
   Üst çıkışlarının;Flanş ya da Pompa çıkışı olarak dizayn edilebilme özelliğine sahiptir.
   Yürüyüş sistemini ve Ekipmanı Aynı Anda  Çalıştırma Özelliğine sahiptir.

(İsteğe Göre sadece  yürüyüş ya da sadece ekipmanıçalıştırabilir)
   Havalı ya da Mekanik Olarak Sistemi Devreye Alma Özelliğine Sahiptir.
   El Fren Bağlanabilme Özelliğine sahiptir.
   Soğutucu Eşanjör (Yağlama pompası ile birlikte) Bağlanabilme Özelliğine sahiptir.

 21700 LBS-FT Horizontal Heavy Duty Split Shaft PTO which is Designed with
      Clutch Mechanism and it Provides Hot Shift Feature.
 PTO Output is Capable To Transmit Up To 147 HP Max. At 3300 RPM
 UARA.2400 Can Provide 100% Of Input Speed.
 PTO Outputs Can Be At Differential Side Or Cabin Side.
 Third and Fourth PTO Output is An Option.
 Side PTO Outputs Can Be Shifted Independently.
 PTO Outputs Can Be Design With All ISO Standard Flanges As Well As Suitable Housing 
asdlFor Any Kind Of Hydraulic Pump.
 Cooling System Can Be Mount On The Gearbox.
 Engage/Disengage Sensor & RPM Counter is An Option.
 Even Though It is Generally Used For Sewage Cleaning Trucks, It Can Be Used Any 
asdlApplication Which Needs Hot Shift Feature. 
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PTO OUTPUT DEFINITIONS

Air Inlet: Main Drive is Engaged

Air Inlet: PTO Outputs are Engaged

Air Inlet: 1st. PTO Output is Engaged

RPM Counter (Optional) 
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Air Inlet: 2nd. PTO Output is Engaged
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1st. Hyraulic Pump Output

2nd. Hyraulic Pump Output 

Cooling Impeller 

Cooling Impeller ProtectorF
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-  Kozmaksan has all rights to change information in this catalogue without announcing it. This document is representing general information. It is not a contract.
-  All information belongs to only PTO/Split Shaft. Do not use PTO/Split Shaft, if it is not suitable for your engine and main transmission. 
-  Pumps, shafts and other parts should not be longer or heavier then approved distance and weight by the manufacturer of main transmission and engine.

Adress : 06370 TURKEY       Phone: +903122673971   E-Mail   : export@zmaksan.com.tr         Website: www.kozmaksan.net
Please Contact with KOZMAKSAN, If You Have Any Question or Concern
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   1/1    1/1.25   1/1.7

21700 LBS-FT

147 HP

47 HP   1/1,28   1/1,66    2,47

418 lbs

GH190

ATF 320 
406 oz

USAGE FOR CLEANING COMBINATION VEHICLES 

SFERO

80W 90 11 lt

225 kg

       3430 Nm 
    (Hidrostatik)

1/1

1/3,9

110 kW

70 kW

4/1

1/1

5600 Nm

7850 Nm

2500-3300 RPM

2500-3000 RPM
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FLANGE KIT

ile numaralanmış giriş ve çıkışlar için yanda 
bulunan tablodan KOZMAKSAN kodu ile flanş 
seçimiyapılabilinir.Farklı flanş bağlantılar için 

KOZMAKSANfirması ile irtibata geçiniz.
    you can choose flange with Kozmaksan code 

from the table above.You may contact for different 
flange connection to kozmaksan company.
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C06-036 C06-036

C06-038 C06-038ISO 8667 - T 150

ISO 8667 - T 180

C06-095

C06-141C06-141ISO 7646 - DIN 100

ISO 7646 - DIN 120

C06-151 C06-151ISO 7647-SAE1400

C06-097

C06-095

C06-097ISO 7646 - DIN 150

C06-086 C06-086ISO 7647-SAE1600

ISO 7647-SAE1510 C06-037 C06-037

ISO 7647-SAE1800 C06-158 C06-158

USAGE FOR CLEANING COMBINATION VEHICLES

Figür 
No

Delik 
sayısı Ø d1 Ø d2 Ø d3 Ø d5  h

1 - - - - - - - - - -

2 6 100 84 57 8,1 2,3 - - C06-011 C06-011

3
8 120 101,5 75 10,1 2,3 - - C06-061 C06-061

8 150 130 75 12,1 2,3 C06-205 C06-205 - -

4 - - - - - - - - - -

5 - - - - - - - - - -

6

4 116 95,25 69,85 12,1 2,3 - - C06-007 C06-007

4 97 79,37 60,32 10,1 2,3 - - C06-144 C06-144

4 87 69,85 57,1 8,1 2 - - C06-203 C06-203

7 8 175 155,57 168,22 10,1 1,5 C06-111 C06-111 - -

8 - - - - - - - - - -

9
4 180 150 - 15 - C06-104 C06-104 - -

4 150 130 - 13 - C06-081 C06-081 - -

10 - - - - - - - - - -
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6 3,93" 3,30" 2,24" 0,31" 0,09"
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Figure
 No

0,09"0,39"3,99"4,72" 2,95"8

0,09"0,47"5,11"5,90" 3,54"8

---- --

0,09"0,39"3,12"3,81" 2,37"4

0,09"0,47"3,75"4,56" 2,75"4

0,09"0,47"4,75"5,74" 3,75"

0,39"6,12"6,88" 6,62"8

0,06"0,39"7,25"7,99" 7,75"12

---- --

---- --

-0,43"-4,72" 0,47"4

-0,51"-5,90" 0,51"4

-0,59"-7,08" 0,59"4-

4

0,06"
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